
Joubert poply

Poplar throughout plywood for interior use, Joubert poply is valued  
for its lightness and its light colour. It is designed for interior joinery,  
fixtures and fittings, furniture manufacturing.

Poplar throughout - II/III 
Gluing class 2 - E1
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Definition
Rotary cut poplar throughout plywood.

General information
Gluing E1: 

TT Class 2

Compliance of plywood with European norms:

TT Classification by surface appearance: as per EN 635-2

TT Bonding class: as per EN 314-2

TT Dimension tolerance: as per EN 315

Specifications
Thicknesses: 4 to 30 mm.

Joubert poply panels are marked  for general uses 
(EN 13986).

They are intended for use in dry conditions (EN 636-1) as a non 
structural component.

TT Density: 430 kg/m³ (± 50 kg/m³)

TT Fire reaction: D-s2, d0 for thicknesses ≥ 9 mm*
E for thicknesses < 9 mm

TT Fire resistance: 1,3 mm/mn

TT Formaldehyde 
emission:

Class E1 
CARB ULEF certification

TT Heat conductivity λ = 0,13 W/m.k

TT Pentachlorophenol 
content:

< 5 ppm

* �Depending on how the panel is installed.

Thickness  
mm

Face  
quality

Number  
of ply Packing

Sizes
250 x 122 cm 252 x 185 cm

4 II/III 3 62 ✔
5 II/III 3 50 ✔ ✔
6 II/III 4 42 ✔ ✔
8 II/III 5 62 ✔ ✔
9 II/III 5 55 ✔ ✔
10 II/III 5 50 ✔ ✔
12 II/III 7 42 ✔ ✔
15 II/III 7 33 ✔ ✔
18 II/III 9 28 ✔ ✔
22 II/III 9 23 ✔ ✔
25 II/III 11 20 ✔ ✔
30 II/III 13 17 ✔ ✔

TECHNICAL INFORMATION




